BUILDING 4176

Building 4176 was constructed in 1937 as a service station. This is the only building
constracted of field stone during that era.  (Ficldstone was used on only one other,
earlier building; the main gate, which was formerly located near the service station
but moved in 1957.)

The service station is currently in good condition but will need roof replacement
shortly to defer deterioration.
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BUILDING 4176

CONDITION SURVEY

i

2.

5.

7.

Yellow/black arrows painted directly onto stone walls.
Roof needs replacing.

Much peeling paint at underside of canopy; check for roof leaks. Canopy may be sloping back
towards building,

Plywood roof sheathing is rotting at gutters. Exposed edges of plywood here is poor detail.
Shiplap reof sheathing also rotting at overhangs. Inadeguate ventilation.

Rafter tails need new paint.

North wall: Diagonal crack from top corner of door to roof.

Windows: Sash rusting. Remove paint from outside face of glass, Broken panes.
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BUILDING 4176

MAINTENANCE AND REPAJR NOTES

L PAINT ON STONEWORK

a.  Obtain services of experienced masonry restoration firm to remove paint from
stonework.

245 ROOF

a. Teaxoffo!dxooﬁng.

b. Replace deteriorated, damaged sheathing. Provide flashing at exposed edges.
< Replace rotted shiplap sheathing. Provide eave ventilation in rafter spaces. -

d  Install new roofing shingles.

3. PAINT ON CANOPY

a. Ensure that there are no leaks remaining in canopy.

b. Scxapandsandaﬂwoodsmhcesonnndmdeofcanopy
<. Reattach loosened soffit boards and trim.

d Prime and repaint.

6. RAFTER TAILS ,
a Scrape, fill, sand and repaint.

7. CRACK IN NORTH WALL ‘ B

.- . a.  Consult preservation structural engineer for analysis and repair procedure.
- 8.  WINDOWS -
a. Refer to article on “Steel Windows".
b.  Remove all rust by sanding, Eghtly grinding, or sandblasting.
c. Remove paint from exterior face of glass.
d Replace broken panes.
e. Prime and repaint sash,




